


� � �

45° 

0° 

60° 

45° 

90° 

※Locks automatically at the angle of 
　45 and 60 degrees.

Motor controller 
CT-7 (Separately sold)
Controls motorized Z-axis step-
ping motor.
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Even when a big 
height change is 
required, the mov-
ing of the focus 
block can be done 
only with a touch 
thanks to a newly 
adopted handle-
based operations.
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Hirox's New Free Angle Stand

85mm (3.35Åh) travel range focus 
block with 2um precision.

Dynamic Focus �Tightly secures cables to eliminate 
fine vibrations.

Cable Holder

� Accurate height measurement with-
in the micron level.

Motorized Z-Axis

�

� Weight distribution designed to 
eliminate vibration and specialized 
material reduces a wide range of 
vibrations.

Structured Stability

Large working area supports mul-
tiple applications.

XY Stage

Easy Z-axis movement allows 
stress free inclination.

Stage Z-Movement

Reach unattainable angles with 
360° rotation

Flexible Operation
Even when a large change in height is re-
quired, due to the large travel range of 
the focus block, it may not be necessary 
to adjust the height with the lock lever.

Angle Adjustment

Fully functional and Easy to Use

Now the operator is free to choose 180 degrees of inclination and 360 degrees

of stage rotation for target observation up to 3500x.

Combined with the option of the Electronic Focus Block for 3D observation

and height measurements, the ST-GA is undoubtedly Hirox's most versatile stand dete.
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